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Disclaimer of liability

The information contained in these instructions corresponds to the technical status at the time of printing of it and is passed on with the
best of our knowledge. The information in these instructions is in no event a basis for warranty claims or contractual agreements
concerning the described products, and may especially not be deemed as warranty concerning the quality and durability pursuant to Sec.
443 German Civil Code. We reserve the right to make any alterations or improvements to these instructions without prior notice. The
actual design of products may deviate from the information contained in the instructions if technical alterations and product
improvements so require.

It may not, in part orin its entirety, be reproduced, copied, or transferred into electronic media.

Softing Industrial Automation GmbH

Richard-Reitzner-Allee 6

85540 Haar / Germany

http://industrial.softing.com

. +4989456560
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The latest version of this manual is available in the Softing download area at: http://industrial.softing.com/en/downloads.html
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Chapter 1 - About the CommDTM PROFIBUS DP-V1

1 About the CommDTM PROFIBUS DP-V1

Softing Industrial Automations CommDTM PROFIBUS DP-V1 can be used in all FDT frame applications (such
as FieldCare or PACTware) for communication between PROFIBUS PA devices, HART devices (connected to
the PROFIBUS via Remote 1/0 (R10) with HART functionality) and their Device DTMs. Access is assigned
centrally via the TH LINK PROFIBUS. The PROFIBUS communicates acyclically (DP-V1) and parallel to the
master class 1 (MCL1) as a configuration master MCL2. For communication with the field device, the
respective device DTM has to be integrated into the project of the FDT frame application.

You can use the CommDTM PROFIBUS DP-V1 within one FDT frame application repeatedly and
concurrently. To do so, load the CommDTM PROFIBUS DP-V1 repeatedly into the project window. A
respective physical access to the PROFIBUS needs to be available for every loaded CommDTM PROFIBUS
DP-V1 for communication (TH LINK PROFIBUS hardware).

CommDTM PROFIBUS DP-V1 functionalities can be accessed through the context menu of the used FDT
frame application.

Copyright 2017 Softing Industrial Automation GmbH 5
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2 About this manual
i‘@, Read this manual before starting
For damages due to improper connection, implementation or operation Softing refuses any
liability according to our existing guarantee obligations.
2.1 Document history
Document version Modifications compared to previous version
1.00 initial version
1.01 Section Engineering data " added.
1.02 New Corporate Identity implemented.
1.03 Minor changes and corrections incl. product name change from
"XEPI 2" to "TH LINK PROFIBUS".
2.2 Conventions
The following conventions are used throughout Softing customer documentation:
Keys, buttons, menu items, commands and other  Qpen Start = Control Panel =
elements involving user interaction are set in Programs
bold font and menu sequences are separated by
anarrow
Buttons from the user interface are enclosed in Press [Start] to start the application
brackets and set to bold typeface
Coding samples, file extracts and screen outputis MaxDlsapAddressSupported=23
set in Courier font type
Filenames and directories are written in italic Device description files are located in C:
\<product name>\delivery\software
\Device Description files
& CAUTION
CAUTION indicates a potentially hazardous situation which, if not avoided, may result in minor
or moderate injury.
This symbol is used to call attention to notable information that should be followed during
installation, use, or servicing of this device.
Hint
V This symbol is used when providing you with helpful user hints.
6 Copyright 2017 Softing Industrial Automation GmbH



Chapter 3 - FDT frame applications

3 FDT frame applications

The different FDT frame applications vary in functionality and naming of the individual functions. In this

User Manual the naming refers to the »FieldCare« frame application. Complete functionality for the frame
application is described in the FieldCare online help.

FL FieldCare - Device Setup Advanced
|| Fe Edit View Devie

D=m|

ation DTMCatalog Tools Window Extras Help

|@%W‘HHH

FL Fietdcare

\“

FieldCare Endress+Hauser [=1]

-

5

Hew |

> £

D MART MART Q?

& *

Create Project HART (MuliDrop]  HART (PointtoPoint)  Servics (Readwin]

>
ol & =4
Profibus PROFldtm  Service (Flow) F<&193 Service [Level.
19 Pressure] Fx419

Creates an empty project

e |

Network

idministiotor Administiator /|

Figure 1: FieldCare
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3.1 Context menu
Right-click an entry in the project window of the FDT frame application to open the context menu. Its
entries are default entries of the FDT frame application. Select Additional functions in this window to
display the entries to the respective DTM. Functionalities displayed in gray are not supported or already
opened. To select these functions, an online connection might be required.
Integration of CommDTM PROFIBUS DP-V1 into a project is described in Section Example of a project
. 18
design
& FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced 1.0
File Edit View DeviceOperation DTM Catalog Tools Window FExtras Help
& : e a1 e ] i oL | L L . A ba
dEHE DNE®TH % LHE BH %V bk
Metwork. 1 x
Networkc Tag | c... [Channel | Add... [ Device type (DTM) |Physical Deviee |
| B Host PC
[S8 ¢, CommDTM PROFIBUS DP-VI 4, 0 ;
¢ CommDTM DP/PA LIk <, Channel 0 7 & CommDTH I?Z‘f,j- A Beices,
3 % NDBOOPA_ADDR_35 <) Channel 0 35 T NDBOOPA -
& NDBOOPA_ADDR_50 <) Channel 0 50 7 NDBDOPA E
%3P ConmDTM ET2005P 4, Channel 0 111 ¢ CommpTy [ DeleteDevice
! e 3 VEGABARG4HART < Slot4Channel 1 0 t?"‘i.VEGABAE et W arch
mDTM ET 200M A Channel 0 110 & CommDTH =
i 4 ND90DOH 4, Slt7Channell 0 > NDSDOOH o
i 3 VEGAPULS 61 HA.. 4. Slot 8Channel 1 0 <] VEGAPUL ERTE P
?ﬁ Verify network
_L% Generate device list
Device type (DTM) info...
‘%b Connect
I Read from device
% Write to device
Save DTM data
Restore DTM data
C.Dr-w;igllratiun
;’Qdd:\tio;'\;lfun:bons > [ Change DTM addresses
Channel functions Change device addresses
Documentation » xEPI 2 Website
Import/Export % About CommDTM PROFIBUS DP-V1
Help
Figure 2: Context menu for the CommDTM PROFIBUS DP-V1
The tag name depends on the FDT frame application. The tag name in FieldCare is for example
"CommDTM PROFIBUS DP-V1".
8 Copyright 2017 Softing Industrial Automation GmbH
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3.1.1 Configuration

3.1.1.1 Inputin the configuration window

In this window you select the hardware (physical access to the PROFIBUS) for the CommDTM PROFIBUS
DP-V1. The access is assigned via TH LINK PROFIBUS. Here you set the specific PROFIBUS parameters (bus
parameters) for the selected hardware. This function is only available when being offline.

EH FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced = | = -
File Edit View Device Operstion DTMCatalog Tools Window Extras Help
- O 43 ? .]j: ? ?: p % e © ¢
. == Db B w | ) L & =
dSHEB IETN Rk LE3EBRL%V
Metwork f x| | CommDTM PROFIBUS DP-V1 (Configuration) X x
Network Tag * [Co...[Chan... [Add...[ Device type (DTM) HEF1 2
| Bl Host PC 2 S~
B & CommDTM PROFIBUS DP 45 0 & CommDTM PROFIBUS il FREEEL SinehiaiEac ey JOIU NAg)
- &P CommDTM DP/PA Link . Crsmn.. 7 & CommDTM DP/PA Link <3 S =
B &% CommDTM ET 2005P 45 Chann.. 111 @£ CommDTM ET 20GSP
- 4% CommDTM ET 200M 4 Chann.. 110 @ CommDTM ET 200M
4 VEGAPULS B1 HART(2) 4 St8. 0 &4 VEGAPULS 61 HART e
S NDSODOH() 4p Set7. 0  IJNDSOOOH
 Automatic © Manusl
Search [TH:EPIZ_D00022 (17217.1.244) | dress: 172 . 17 . 1 . 244
~Bus parameter
Address o ~| Baudrate [1.5MBit/s ~|
Frofile |DF Standard | Hsa |12 |
|Tsl [300 Min Tsdh K
Th 27 Man Tsch [i5a
| Tqui o Tsel i
|GAP [10 Retry limit [
Test Bus Parameter SR Close
< 1] >[|L< > ‘
Administrator |Administrator/ - .

Proceed as follows:

1. Inthe project window right-click CommDTM PROFIBUS DP-V1 and select Configuration.

2. Select the hardware. Decide whether to search for hardware automatically or whether to enter the
hardware manually.

Automatic search

1. Click [Search] then select the hardware available in the list. (Hardware must be installed or TH LINK
PROFIBUS must be found in the network).

2. The TH LINK PROFIBUS devices are displayed in a list as follows:

<Hostname> (<IP-Adresse>)

3. The hardware is detected and displayed by multi-cast request via Ethernet. If your network does not
support this functionality (e.g. blocked by firewall or router), no hardware or only local hardware will
be displayed. In this case you can set the hardware manually.

Manual search
1. Enter the IP address into the corresponding field.
2. Set the PROFIBUS parameter. Perform the following settings:

a. Address: Click the list box. Select the respective PROFIBUS address

Copyright 2017 Softing Industrial Automation GmbH 9
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b. Baud rate: Click the list box. Select the respective baud rate for the PROFIBUS net.

c. Profile: Click the list box. Select the respective profile. The bus parameters are displayed for the
selected profile. In the profiles DP Standard, Universal (DP/FMS) and Pepperl+Fuchs you can only
modify the HSA. If you want to modify further bus parameters, select User defined from the list
box. Then click into the corresponding parameter field and perform the required settings.

Note

We strongly recommend using standard profiles on all masters within the PROFIBUS network.
Manual settings of bus parameters require extensive PROFIBUS knowledge. If the other
masters do not use standard profiles, then use the parameters of these other masters.

3. Click [Test bus parameter] to test whether the bus parameters set are correct. In case of errors the
incorrect values are marked with an exclamation mark. The corresponding error message is displayed
in the window Saved DTM messages.

4. Click [OK].

Note

In a PROFIBUS network the PROFIBUS address (device address) must only be assigned once.
Within this network the bus parameters for all stations must be identical.

3.1.1.2 Configuration window explanation

Hardware
Address
Baud rate

Profile

HSA

Tsl

Min Tsdr

Max Tsdr

Ttr

Tqui

Tset

Hardware selection for using an TH LINK PROFIBUS.
Address within the PROFIBUS network.
Baud rate of the PROFIBUS network.

Selection of bus parameter profiles. In the profiles »DP Standard«, »Universal (DP/
FMS)« and »Pepperl+Fuchs« you can only modify the HSA. If you want to modify
further bus parameters, select »User defined« from the list box. Then click into the
corresponding text field and perform the required settings.

Highest Station Address. States the highest valid station address in the PROFIBUS
network.

Slot time. This time determines the maximum time the sender waits for a response
from the addressed station.

Minimum station delay responder time. This time determines the minimum delay after
which the responding station shall answer at the earliest.

Maximum station delay responder time. This time determines the maximum delay after
which the responding station shall have answered at the latest.

Target rotation time. This time is the maximum time available for one Token rotation.
In this time span, all DP masters receive the Token once.

Quiet time for modulator. This is the time a station needs for switching from sending to
receiving after telegram end.

Setup time. This is the time that may pass between receiving a data telegram and the
respective reaction of the station.

10
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3.1.2

GAP GAP factor. Specifies after how many bus rotations the master searches for new
active stations in order to include them into the bus and send the Token to these
stations. The GAP range is between the own address and the subsequent station
address (exception: the range of the highest station address up to address 127 does
not belong to the GAP range).

Retry limit Maximum number of call retries. Determines the maximum number of telegram retries
carried out to reach a station.

Change device addresses

This functionality allows to display and change the PROFIBUS address of the connected devices. This
function is only available online. You can only modify the address of field devices if the field devices
support this functionality.

Ll FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced 1.0 = -
File Edit View Device Operaion DTM Catalog Tools Window Extras  Help

dEH e RAETD R LBERORT-

Vllet'f vark 7 x | CommDTM ET 200M (Change DTM addresses} 3 | CommDTM PROFIBUS DPV1 (Change device addresses) X x
Network Tag [ ... [Channel [Add... | Device type (DTM) [Physical [ ¥EFI2
PC L
CommDTM PROFIBUS DP-VT > _t. CommDTM PROFIEUIS DP-V1- b Ll eliicaconss J 0& INK3)
AV CommDTM DF/PALink 4, Channel 0 7 & ConmDTM DP/PALink CommDTH PROFIRLIS DPA =4
4 NDBDOPA_ADDR_35 4}, Channel D 5 ¢ NDBDOPA
¢ NDBOOPA_ADDR 50 4 Channel 0 50 T)NDSOOFA Dew:e addiess | Identnumber | Device [ DTM vendor [ DTM version [
-4 ConmDTM ET 200SP <, Channel 0 11 4 CommDTM ET 2005P 6052 CommD TM DP/P Link Softing Industial Automatio..  5.00.0(10)
4 VEGABAR B4 HART dj. Slot 4 Channel 1 0 gﬁVEGAEAR 64 HART 111 08110 CommDTH ET 200i5F Softing Industrial Automatio...  5.00.0(10]
- PCommDTMET200M 4 Channel 0 110 g CommDTM ET 200M
e NDSDDOH 4y Slot7Chanmeli 0 T NDSOOOH

3 VEGAPULS B1HA.. . Slot 8Channel 1 0 < VEGAPULS 61 HART

Current device address |7 +]  Aceept Refresh Clase ||
z R 3 [Scanning finished. i
Administrator | Administrater / -

Figure 3: Modify device address
Proceed as follows:

1. Right-click CommDTM PROFIBUS DP-V1 in the project window and select the function Establish
connection. The existing online connection is displayed in the FDT frame application (see Help for
»FDT Frame Application«).

2. Right-click CommDTM PROFIBUS DP-V1 in the project window and select the function Additional
functions 2 Change device addresses.

3. Select the channel in the selection field and click [Refresh]. The field devices appear in the window
Change device addresses. Corresponding device names, DTM vendors and DTM versions are displayed
only if a DTM is installed for the field device concerned.

4. Select the field device.

5. Select a new address from the list box Current device address in the lower window and click [Accept].
An online connection to the field device is automatically established, the address is modified, and the
field device is disconnected again. In the status bar of the window, information is displayed on whether
this function has been completed successfully, or whether the field device does not support this
functionality.

Copyright 2017 Softing Industrial Automation GmbH 11
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Note
After changing the device address you need to set the DTM address of the respective device
DTM to the identical address.

Note

Not all devices support device address setting through the CommDTM PROFIBUS DP-V1.
Device addresses for some field devices can only be set directly at the field device. Refer to
the manual of the respective field device vendor for detailed information.

3.13 DTM addresses

3.1.3.1 SetDTM address
Proceed as follows:
1. Inthe project window right-click CommDTM PROFIBUS DP-V1 and select Add device.

2. From the device catalog select a device and click [OK]. The window for setting DTM addresses is
opened:

3. Setthe DTM address and then click [OK].

3.1.3.2 Change DTM address

Using this function you can display and change the DTM addresses of the field device DTMs. This function
is only available offline. Make sure to use an identical address both for the field device and for its
respective DTM. The DTM address displayed or set is used during connection establishment to the
respective field device.

il FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced 1.0 =l -
File Edit View DeviceOperation DTM Cataleg Tools Window Extras Help

dsH@RE$SN BB LEBE9RERY

Netwaork 1 x CommDTM PROFIBUS DP-¥1 (Change DTM addresses) x x
Network Tag | C... [Crannel [Add. . [ Device type (DTM) | Physical [ WEPI 2
Host PC R S~
- & CommDTM PROFIBUS DPVT 4. 0 & CommDTM PROFIBLS DP-V1 [ PROFIBUS network access lo G|
el i =
5 CommDTM DP/PALink 4, Channel 0 7 &g CommDTMDP/PALik oy e
e NDBDOPA_ADDR_35 4, Charnel D 35 T NDE0OPA
& NDBDOPA_ADDR_50 4|, Channel 0 50 -‘iNDEDDPA Address Tan Device DT vendor DT version
¢ CommDTM ET 200SP <, Channel 0 11 & CommDTM ET 200SP (T 10 [ConnDTHET 2004 CommDTH ET 200 Siofiing Indushis) Aulom 5 00010
iy \,&Cﬁ Véﬁaaé‘_fzﬁaﬂm :D é‘:‘ “}‘;"”E‘ 1 ?m SDEEGASﬁNSSZGE; a CommDTH ET 2008F  CommDTM ET 2005P  Softing Industial Autarm... 5,00.0(10)
ey Lo b, Saenas S T 7 CommDTM DP/FALink  CommDTM DP/F& Lk Salting Industrial Autom. . 5.00.0(10)
i NDIODOOH dp Siet7Chanmel1 0 T NDSOOOH - o " e n oling netsyis Aulon. (0
e VEGAPULSET1HA.. 4, Slot8Channell 0« VEGAPULS 61 HART
Cunentaddess  [110 |  Acoept Rehesh Closs
- T 5 1|/ [change of the address possible.

Administrator | Administrator / -

Figure 4: Change DTM address
Proceed as follows:

1. Right-click CommDTM PROFIBUS DP-V1 in the project window and select the function Additional
functions 2 Change DTM addresses.

2. Click [Refresh] to start scanning.

12 Copyright 2017 Softing Industrial Automation GmbH
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3.14

3. The DTM addresses are now listed in the window Change DTM addresses. Corresponding device
names, DTM vendors and DTM versions can only be displayed if this functionality is supported by the
frame applications.

4. Mark the DTM.

5. Select a new address for the field device DTM from the list box Current device address in the lower
window part and click [Accept]. In the status bar of the window, information is displayed on whether
this function has been completed successfully, or whether the DTM does not support this functionality.

Note
This function is not supported by all DTMs. You can only change the DTM address directly
through the field device DTM in the project.

Engineering data

Using the TH LINK PROFIBUS you can transmit tags and descriptions of the FDT project to TH LINK
PROFIBUS with this function.

ieldCare - Device Setup Advanced - [Comm S DP- ngineering Data] £ X
FL Feldc D Setup Ad d - [C DTM PROFIBUS DP-V1 (Ei Dats X
| Fle Edt View DeviceOperation DTMCatdlog Tools Window Extras Help —|=] x|
h=d & @ @
x
EFI2 O
Network Tag Comn...| Charnel  Address | Devie) %2 b — (*
5 Host FC PROFIBUS network acess ’o UU \Qw
& CommDTM PROFIBUS DP-V1 15 1 i co =/
£ ¥ CommDTM ET 200M 4 Channel D 110 o 4 AR B
& M8 - Volume Flow 4 Set8C.. 0 L L
& MICROPIL 4 Set8C.. 0 P
& 3F CommDTM ET 2065P dp  Channel 0 111 [@co
4 CERABAR 4 SktdC.. 0 EICe|
e DELTABAR 4 Skt4C.. 0 Z10e) B
= Ay Slot4C... 0 &1iTe B
5 ¥ CommDTM DR/PA Link 4y Channel 0120 #oo| To iansmit DTM tags and desciiptions to +EF1 2, please enter the <EF 2 [10.13.10.113| THEFI2_000459) administrator password and
& ESKIPA 4 Cramel0 SiEs ¥ click onthe "Export” buton
% LQUIPHANT M/PA/V10.. 45 Channel 0 114 &g F -
5E PROSONIC FLOW /90/P... 4,  Channel D 57 7P
Please da not close the window before the piocess has been completed
2 >
Network +EP| 2 Administrator passward Close
|gd CommDTH PROFIEUS DR (Engineering Data)
[Administrator [&dministratar /-

Figure 5: Engineering data
Proceed as follows:
1. Inthe project window right-click CommDTM PROFIBUS DP-V1::

2. Select Additional functions = Engineering data. A window is opened allowing you to export
engineering data.

3. Enter the administrator password for the TH LINK PROFIBUS. (Standard: serial number of the TH LINK
PROFIBUS. For further information refer to the TH LINK PROFIBUS Installation Manual.)

4. Click [Export] to transmit the tags and descriptions of the FDT project into the TH LINK PROFIBUS.

Copyright 2017 Softing Industrial Automation GmbH 13
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Note
Replace the data of any existing tags and descriptions on the TH LINK PROFIBUS. If you click
[No], this process is cancelled.

If the tags and descriptions exceed the limits, you are asked to cut at the maximum position. If
you click [No], this process is cancelled.
3.15 TH LINK PROFIBUS website
This function is used to open the TH LINK PROFIBUS website.

g@\@ hitp://172.17.2.163/Flex/mainPBStart.itml £ - ¢l @ rhscope x | ‘ »ox

[ Ioﬁ q) ‘ TH SCOPE ‘-\ Settings |c§ Language | i info 2. Logn |

LT avigation | $=2 Metwork it ||| Error statistics |

Click on an icon to show the corresponding ist for xEP
information in the right panel.

Y 3 Updated on 16 Jan 1970 at 02:34:40 P Metworks: 9 Moniored networks: 2 Unmeniored networks: & Networks with errors: 2 (fiy
v M Network overview State ‘ Station ‘ XEPI2 protocol type ‘ Address Tag FW version Humber of devices.
@ ‘Sup-THLink-PB 57 sup-THLInk-PB e 172171371 7.000 9
Sup-THLink-PH @ sup-THLink-PH e 172.17.12.70 3200 18
sysTest_Refo1 SysTest Refo1 g 172.17.2.163 Referenz aktuslle FW 7000 1
[ moere oonoz ] THXEPI2_000022 fs 172171248 Testsystem 4 xEPI2(4) | 7.0.00 0
[ repe o0z m THAEPR_000022 ey 169.254.0.1 Testsystem4xEPI2 (4) 5226 0
E THXEPEZ_0001ST @ THAEP_000157 o 17217327 7010 0
@ THEPZ_000212 @ THXEREZ_000212 P 172.17.2.157 520.1 0
E wpknb E wpknt o : 172.17.13.240 3100 17
[ w2 m weis2 L 0000 3201 0

Figure 6: TH LINK PROFIBUS website

Proceed as follows:

1. Inthe project window right-click CommDTM PROFIBUS DP-V1 in the Device tag column.

2. Select Additional functions = TH LINK PROFIBUS Website to open the TH LINK PROFIBUS website.

14 Copyright 2017 Softing Industrial Automation GmbH
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3.1.6 About the CommDTM PROFIBUS DP-V1

This functionality displays information about the installed CommDTM PROFIBUS DP-V1.

O FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced 1.0 [=[= [
File Edit View DeviceOperation DTMCatalog Tools Window Extras Help

SR EPETY BB RLET ik

Network I x | | CommDTM PROFIBUS DP-V1 (Change DTM addresses) X | CommDTM PROFIBUS DP-V1 (About CommDTM PROFIBUS DP-¥1) X | x
Netwark Tag * [c.. [Channel [Add... [ Device type (DTM) HEPI 2
= Host FC S~
- & CommDTM PROFIBUS DPV1 4, 0 & CommDTM PROFIBUS DPV1 PROFIBUS network access ’o r@
O
= 0 CommDTMDP/PA Link <, Channel 0 7 & ConmDTH DR/PA Lk iR
* 5 ND30OPA_ADDR_35 4 Charnel 0 35 T NDBOOPA
L. 5 NDBDOPA_ADDR_50 4, (Channe! 0 50 T NDBOOPA
S ¥ CommDTM ET20GSP ), Channel 0 111 & CommDTM ET 200SP

L. 5 VEGABARGAHART < Slot4Channell 0 o VEGABAR B4 HART
£ APCommDTMET200M 4 Chamnel 0 110 & CommDTM ET 200M ’ CommDTM
- & NDSOOOH 4 Sot7Chamnell 0 1) NDSOOOH : o

* 3 VEGAPULS61HA.. { Slot8Channell 0 ) VEGAPULS 61 HART

PROFIBUS DP-V1

Product CommDTM PROFIBLIS DP41
Yersion 5000(10)

Licanse Licensed

Licensing piosedure Instructions

Yendor Softing Industial Automation GmbH
Suppart info sutomationsofting com

hittpe #industrisl softing com

[ | Close
< mn >
Administrator [Administrator/ - .

Figure 7: About CommDTM PROFIBUS DP-V1
Proceed as follows to open this window:
1. Inthe project window right-click on CommDTM PROFIBUS DP-V1.

2. Select Additional functions = About CommDTM PROFIBUS DP-V1. Information about CommDTM
PROFIBUS DP-V1 are displayed.
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CommDTM PROFIBUS DP-V1 - User Manual

3.1.7 Help

In the context menu select Additional functions = Help. This function opens the User Manual in PDF

format. Adobe Acrobat Reader is required. The User Manual is available after installing the DTM library
locally on your system.
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Chapter 4 - Licensing

4 Licensing
You do not need a license for CommDTM PROFIBUS DP-V1.
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Example of a project design

5.1 Prerequisites
The following software must be installed:
= FDT frame application
= Softing DTM Library
The following hardware must be installed:
= THLINKPROFIBUS
5.2 FDT frame application
1. Start the FDT frame application.
2. Open and update the device catalog.
3. Create a new project.
5.3 Add CommDTM PROFIBUS DP-V1
1. Inthe project window right-click Host PC and select Add device.
2. From the device catalog select CommDTM PROFIBUS DP-V1 and click [OK].
3. Configure the CommDTM PROFIBUS DP-V1.
5.4 Configure CommDTM PROFIBUS DP-V1
1. Open the context menu of CommDTM PROFIBUS DP-V1 and select Configuration.
2. Click [Search] and then select an TH LINK PROFIBUS from the list.
3. Perform the configuration according to your PROFIBUS network.
5 FieldCare - Plant Asset Management (PAM) - DB - Device Setup Advanced [=[=]m=|
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Figure 9: Configure CommDTM PROFIBUS DP-V1
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